
Marauder®® Custom Cab & Chassis
•	Available in 131” & 141” Cab Lengths
•	Available with Pumpers, Pumper-

Tankers, Aerials, & Rescue Apparatus
•	Heavy-Duty Stainless Steel Construction
•	 Flat, 10”, or 16” Raised Roof  Heights

Proven in the Most Demanding Fire Departments Across the NationProven in the Most Demanding Fire Departments Across the Nation

FIREFIGHTERS PROTECT COMMUNITIES - SEAGRAVE PROTECTS FIREFIGHTERS®

Marauder ® 



The Marauder® cab is a great example of how 
Seagrave meets any challenge fire personnel may 
encounter. The Marauder® is built with more 
structural integrity than any other brand on the 
market. 

Ready For Any Challenge



High Quality Standards
•	 Stainless steel substructure and 

body
•	 LINE-X protective coated 

interior
•	 Long doors and barrier-clearing 

doors
•	 Hemmed & welded stainless 

steel door skins
•	 Liftable, towable bumpers
•	 Donaldson PowerCore air 

cleaner
•	 INTELEX plus multiplex wiring
•	 Color information display
•	 Standard front and crew air 

conditioning

Custom Options
•	 Cummins Engines with Allison 

Transmission
•	 Meritor or Dana axles
•	 Neway AD/ADZ or Hendrickson rear 

suspensions      
•	 Goodyear, Michelin, or Continental 

tires
•	 12”, 18”, or 24” bumper extensions
•	 Optional power windows
•	 79000 BTU Air Conditioning
•	 64,000 BTU crew heater
•	 25” or 37” cab access door heights
•	 MDT Pocket option for officer
•	 Flat roof 57” interior height

Ease of Maintenance
•	 45 Degree full tilt cab for easy 

access maintenance
•	 Convenient access to engine 

and coolant reservoir without 
the need to tilt the cab for 
routine, in station, preventive 
maintenance



Seagrave Stainless Steel Marauder

By purchasing a Seagrave, you are showing the utmost regard for the safety of your 
department’s personnel. Seagrave cabs are constructed of the highest quality materials 
and produced with exceptional craftsmanship. Seagrave cabs are built with the customers 
in mind. Seagrave cabs feature a robust safety cage designed to protect firefighters in 

the occurrence of a collision. 

Cab Safety Cage Specifications:
Roof Assembly: 1.25” Stainless Steel Tubing
Front A Pillar: 2”x 3” Stainless Steel Tubing

Back Wall: 1.25” Stainless Steel Tubing
Sides: 1.25” Stainless Steel Tubing

•	 Deploys in a quarter of a second
•	 Improves driver and passenger 

survivability
•	 Suspension seat lowers to allow more 

space between roof and driver/passenger

Roll-Tek Technology Available

This remarkable cab begins with a Seagrave 
exclusive substantial three inch rectangular 
tube steel subframe. Welded over this 
subframe is a completely enclosed, all-
stainless steel superstructure that creates a 
protective cage. The entire structure is then 
covered with heavy-gauge, stainless steel. 
The finished Marauder II® is one of three 
premiere cab choices, designed to out perform 
in longevity, durability, and safety.
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Contact Your Representative Today To 
Configure Your Apparatus


